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Abstract and the source’s congestion window is reduced. Since it
has to wait for the timer to expire, timeout turns out to be

Computer networks use congestion feedback from thethe slowest feedback.

routers and destinations to control the transmission load.with duplicate ACKs, the receiver sends an acknowledg-
Delivering timely congestion feedback is essential to the ment after the reception of a packet. If a packet is not
performance of networks. Reaction to the congestion canreceived but its subsequent packet arrives, the ACK for
be more effective if faster feedback is provided. Current the subsequent packet is a duplicate ACK. TCP source in-
TCP/IP networks use timeout, duplicate ACKs and ex- terprets the reception of three duplicate ACKs as an in-
plicit congestion notification (ECN) to deliver the con- dication of packet loss. Duplicate ACKs avoid the long
gestion feedback, each provides a faster feedback thamyait for the retransmission timer to expire, and therefore,
the previous method. In this paper, we propose a mark-delivers a faster feedback than timeout.

front strategy that delivers an even faster congestion feed-
back. With analytical and simulation results, we show that
mark-front strategy reduces buffer size requirement, im-
proves link efficiency and provides better fairness among
users.

Both timeout and duplicate ACKs methods send conges-
tion feedback at the cost of packet losses, which not only
increase the traffic in the network, but also add large trans-
fer delay. Studies [3, 4, 5, 6, 7] show that the throughput of

the TCP connection is limited by packet loss probability.
Keywords: Explicit Congestion Notification, mark-front,

) . . : The congestion feedbacks from timeout and duplicate
congestion control, buffer size requirement, fairness.

ACKs are implicit because they are inferred by the net-
works. In timeout method, incorrect timeout value may
. cause erroneous inference at the source. In duplicate
1 Introduction ACKs method, all layers must send the packets in order. If
some links have selective local link-layer retransmission,
Computer networks use congestion feedback from thelike those used in wireless links to combat transmission er-
routers and destinations to control the transmission load.rors, the packets are not delivered in order. The inference
When the feedback is “not congested”, the source slowly of congestion from duplicate ACKs us no longer valid.

increases the transmission window. When the feedbackg, -1 rishnan and Jain's work in [8], which has been pop-

Li congestﬁd ' tfe [S)Ollj.rce. redtgcels its Wmdc:yv t? a”det\)”atlf ularly called theDECbit schemguses a single bit in the
e congestion [1]. Delivering timely congestion feedbac network layer header to signal the congestion. The Ex-

:(S e;;enEa_\I tor:he perforfrpan.ce otf1 networ_ks. The faster _theplicit Congestion Notification (ECN) [9, 10], motivated by
eedback is, the more effective the reaction to congestiony, o et scheme, provides a mechanism for intermedi-

can be. ate routers to send early congestion feedback to the source
TCP/IP networks uses three methods — timeout, dupli- before actual packet losses happen. The routers monitor
cate ACKs and ECN — to deliver congestion feedback. their queue length. If the queue length exceeds a thresh-
In 1984, Jain [2] proposed to use timeout as an indicator ©!d; the router marks th€ongestion Experiencetit in

of congestion. When a packet is sent, the source startdh® IP header. Upon the reception of a marked packet, the
a retransmission timer. If the acknowledgment is not re- "€C€iver marks thECN-Echdbit in the TCP header of the

ceived within a certain period of time, the source assumes@cknowledgment to send the congestion feedback back to
congestion has happened and the packet has been lost b€ source. In this way, ECN delivers an even faster con-
cause of the congestion. The lost packet is retransmittegd€stion feedback explicitly set by the routers.

In most ECN implementations, when congestion happens
*This research was sponsored in part by NSF Award #9809018 and 0S P ons, .e . gestio PP ’
NASA Glen Research Center. the congested router marks the incoming packet. When
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the buffer is full or when a packet needs to be dropped coming packet will not be marked; when taetual queue
as in Random Early Detection (RED), some implementa- lengthexceeds the threshold, the incoming packet will be
tions have the “drop from front” option to drop packets marked.

from the front of the queue, as suggested in Yin [12] and \ye 5150 make the following assumptions. (1) Receiver
Lakshman [13]. However, none of these implementations, i, qows are large enough so the bottleneck is in the net-

mark the packet from the front of the queue. work. (2) Senders always have data to send. (3) There
is only one bottleneck link that causes queue buildup. (4)

In this Paper, we propose the "mark-front” strategy. Whep Receivers acknowledge every packet received and there
a packetis sent from a router, the router checks whether its

. ) are no delayed acknowledgments. (5) The queue length is
queue length is grgater than the pre-determined threShOIdmeasured in packets and all packets have the same size.
If yes, the packet is marked and sent to the next router.

The mark-front strategy differs from the current “mark-
tail” policy in two ways. First, the router marks the packet :
in the front of the queue and not the incoming packet, so 3 Queue Dynamlcs

the congestion signal does not undergo the queueing delay . . _ _

as the data packets. Second, the router marks the packdf this section, we study the relationship between the win-
at the time when it is sent, and not at the time when the dow size at the source and the queue size at the congested
packet is received. In this way, a more up-to-date conges-fouter. The analysis is made on one connection, simula-
tion feedback is given to the source. tion results of multiple connections will be presented in

The mark-front strategy also differs from the “drop from section 6.

front” option, because when packets are dropped, only im- Under the assumptipn of one bottleneck, when congestion
plicit congestion feedback can be inferred from timeout or happens, packets pile up only at the bottleneck router. The
duplicate ACKs. When packets are marked, explicit and following lemma is obvious.

faster congestion feedback is sent to the source.
Lemma l If the data rate of the bottleneck linkdspack-

ets per second, then the inter-arrival time of downstream
packets and ACKs for this connection can not be shorter
than 1/d seconds. If the bottleneck link is fully-loaded,
then the inter-arrival time id /d seconds.

Our study finds that, by providing faster congestion feed-
back, mark-front strategy reduces the buffer size require-
ment at the routers; it avoids packet losses and thus im-
proves the link efficiency when the buffer size in routers is
limited. Our simulations also show that mark-front strat-
egy improves the faimess among old and new users, anq:)enote the source window size at timasw(t), then we
alleviates TCP’s discrimination against connections with have '

large round trip times.

This paper is organized as follows. In section 2 we de- Theorem 1 Consider a transmission path with only one
scribe the assumptions for our analysis. Dynamics of bottleneck link. Suppose the fixed round trip time $gc-
queue growth with TCP window control is studied in sec- onds, the bottleneck link rate éspackets per second, and
tion 3. In section 4, we compare the buffer size require- the propagation between the source and bottleneck router
ment of mark-front and mark-tail strategies. In section 5, is t,. If the bottleneck link has been busy for at least
we explain why mark-front is fairer than mark-tail. In sec- seconds, and a packet arrives at the congested router at
tion 6, the simulation results that verify our conclusions timet, then the queue length at the congested router is

are presented. Q(t) = w(t —t,) — rd. (1)

. Proof Consider the packet that arrives at the congested

2 Assumptlons router at timet. It was sent by the source at time—
tp,. At that time, the number of packets on the forward

In [9], ECN is proposed to be used with average queue path and outstanding ACKs on the reverse pathu@s-
length and RED. The purpose of average queue length ist,). By timet, ¢,d ACKs are received by the source. All
to avoid sending congestion signals caused by bursty traf-packets between the source and the router have entered the
fic, and the purpose of RED is to desynchronize sendercongested router or have been sent downstream. As shown
windows [14, 15] so that the router can have a smaller in Figure 1, the pipe length from the congested router to
gueue. Because average queue length and RED are diffithe receiver, and back to the source is ¢,. The number
cult to analyzed mathematically, in this paper we assumeof downstream packets and outstanding ACKSs (@re-
a simplified congestion detection criterion: when e tp)d. The rest of thev(t — t,) unacknowledged packets
tual queue lengths smaller than the threshold, the in- are still in the congested router. So the queue length is
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Receive

Atp 4 4 ) ,

total number of packets and acks r time downstream from the router = rd

Figure 1: Calculation of the queue length

If T is small,rd is an overestimate of the number of down-
stream packets and ACKs on the reverse path. So
Q) =w(t—tp) —tpd—(r—tp)d = w(t—t,)—rd. (2)
w(so) < T + rd. (4)
This finishes the proof.

Notice that in this theorem, we did not use the number Since the time elapse betweegiands, is one RTT, if

of packets between the source and the congested route.PaCketP were not marked, the congestion window would

to estimate the queue length, because the packets downlcrease t@w(so). BecauseP was marked, when the

stream from the congested router and the ACKs on theECN'EChO is received, the congestion window was
reverse path are equally spaced, but the packets between

)= —-1< — 1.
the source and the congested router may not be. wlsy) = 2w(so) =1 < AT +rd) — 1 ©)

When the last packet sent under this window reached the
. . router at timef;, the queue length was
4 Buffer Size Requirement
Qty) =w(sy)—rd <2T +rd-1. (6)

ECN feedback can be used to achieve zero-loss conges-
tion control. If routers have enough buffer space and the Upon the receipt of ECN-Echo, the congestion window
threshold value is properly set, the source can control thewas halved. The source can not send any more packets
queue length by adjusting its window size based on the before half of the packets are acknowledged. 230+
ECN feedback. The buffer size requirement will be the rd — 1 is the maximum queue length.
maximum queue size that can be reached before the win-
dow reduction takes effect. In this section, we use The- Theorem 2 In a TCP connection with ECN congestion
orem 1 to study the buffer size requirement of mark-tail control, if the fixed round trip time is seconds, the bottle-
and mark-front strategies. neck link rate isd packets per second, and the bottleneck

router uses threshol@ for congestion detection, then the

. maximum queue length can be reached in slow start phase
4.1 Mark-Tail Strategy is less than or equal toT + rd — 1.

SupposeP is the packet that increased the queue length
over the threshold’, and it was sent from the source at
time s and arrived at the congested router at tityelts
acknowledgment, which was an ECN-echo, arrived at the
source at time; and the window was reduced at the same
time. We also assume that the last packet before the win-4 2 M ark-Front Strategy
dow reduction was sent at ting¢ and arrived at the con-

gested router at timg . SupposeP is the packet that increased the queue length

If T is reasonably large (aboti) such that the buildup of ~ over the threshold’, and it was sent from the source at
a queue of siz& needs- time, the assumption in Theorem time s and arrived at the congested router at tigeThe

WhenT is large, the boun@T + rd — 1 is tight. Since
the queue length in congestion avoidance phase is smaller,
this bound is actually the buffer size requirement.

1 is satisfied, we have router marked the packé’ that stood in the front of the
queue. The acknowledgment Bf, which was an ECN-
T =Q(to) =w(to —tp) —rd=w(sg) —rd. (3) echo, arrived at the source at timeand the window was
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reduced at the same time. We also suppose the last packdtow joins the network and the buffer of the congested
before the window reduction was sent at tisgjeand ar- router is occupied by packets of old flows. With the mark-
rived at the congested router at tije tail strategy, the packet that just arrived will be marked,
but the packets already in the buffer will be sent without
being marked. The acknowledgments of the sent packets
will increase the window size of the old flows. Therefore,
the old flows that already have large share of the resources
T = Q(to) = w(to — tp) —rd = w(so) —rd, (7) will grow even larger, but the new flow with small or no
share of the resources has to back off since its window
If T'is small,rd is an overestimate of the number of down-  sjze will be reduced by the marked packets. This is called
stream packets and ACKs on the reverse path. So a “lock-out” phenomenon because a single connection or
a few flows monopolize the buffer space and prevent other
w(so) T +rd. (8) connections from getting room in the queue [16]. Lock-

. ._out leads to gross unfairness among users and is clearly
In slow start phase, the source increases the congestion

. . . undesirable.
window by one for every acknowledgment it receives. If
there were no congestion, upon the reception of the ac-Contrary to the mark-tail policy, the mark-front strategy
knowledgment ofP, the congestion window would be marks packets already in the buffer. Flows with large
doubled ta2w(so). However, when the acknowledgment buffer occupancy have higher probability to be marked.
of P’ arrived,T — 1 acknowledgments corresponding to Flows with smaller buffer occupancy will less likely to be

packets prior taP were still on the way. So the window marked. Therefore, old flows will back off to give part of
size attimes; was their buffer room to the new flow. This helps to prevent

the lock-out phenomenon. Therefore, mark-front strategy
w(sy) =2w(so) —(T—-1)-1<T+2rd. (9) s fairer than mark-tail strategy.

When the last packet sent under this window reached theT CP’s discrimination against connections with large RTTs
router at timet], the queue length was is also well known. The cause of this discrimination

is similar to the discrimination against new connections.
Qty) =w(s;)—rd<T+2rd—rd=T+rd. (10)  Connections with small RTTs receives their acknowledg-

ment faster and therefore grow faster. Starting at the same
Upon the receipt of ECN-Echo, congestion window is time as connections with large RTTs, connections with
halved. The source can not send any more packets besmall RTTs will take larger room in the buffer. With mark-
fore half of the packets are acknowledged.Se- rd is tail policy, packets already in the queue will not be marked
the maximum queue length. but only newly arrived packets will be marked. Therefore,

connections with small RTTs will grow even larger, but
Theorem 3 In a TCP connection with ECN congestion connections with large RTTs have to back off. Mark-front
control, if the fixed round trip time isseconds, the bottle-  alleviates this discrimination by treating all packets in the
neck link rate isd packets per second, and the bottleneck buffer equally. Packets already in the buffer may also be
router uses threshol@ for congestion detection, then the marked. Therefore, connections with large RTTs can have
maximum queue length that can be reached in slow startlarger bandwidth.
phase is less than or equal 10+ rd.

If T is reasonably large (abori) such that the buildup of
a queue of siz& needs time, the assumption in Theorem
1 is satisfied. We have

WhenT is large, the bound” + rd is tight. Sincethe 6 Simulation Results
gueue length in congestion avoidance phase is smaller,

this bound is actually the buffer size requirement. In order to compare the mark-front and mark-tail strate-

Theorem 2 and 3 estimate the buffer size requirement for9i€s, we performed a set of simulations with tiesimu-
zero-loss ECN congestion control. They show that the lator [11].
mark-front strategy reduces the buffer size requirement by

rd, a bandwidth round trip time product. 6.1 Simulation Modds

. Our simulations are based on the basic simulation model
> Fairness shown in Figure 2. A number of sources, s, -- -, S,
are connected to the router by 10 Mbps links. Router
One of the weaknesses of mark-tail policy is its discrimi- 7, is connected to, by a 1.5 Mbps link. Destinations
nation against new flows. Consider the time when a newdy,ds, ..., d,, are connected te, by 10 Mbps links. The
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1.5Mb, 20ms

10Mb, 2ms m

Figure 2: Simulation model.

link speeds are chosen so that congestion will only happenlink efficiency, and scenarios 2, 3, 4, 5, 6, 7 are for fairness
at the router; , where mark-tail and mark-front strategies among users.
are tested.

With the basic configuration, the fixed round trip time, in-

cluding the propagation time and the processing time at
the routers, is 59 ms. Changing the propagation delay be- _ '
tween router, andr, from 20 ms to 40 ms gives an RTT We use three metrics to compare the the results. The first

of 99 ms. Changing the propagation delays between ther.nEtriC is thebuf_fer §ize requir_emerfmr Z€ro Iqss conges-
sources and routet; gives us configurations of different tlo_n control, which |s_the maximum queue size that can be
RTTs. An FTP application runs on each source. The databu”t_Up atthe routter in the slow start phase be_for_e the con-
packet size is 1000 bytes and the acknowledgment packegesnon feedback takes effect. If the buffer size is greater
size is 40 bytes. TCP Reno and ECN are used for Conges_or equal to this value, the network will not suffer packet
tion control ' losses. The analytical results for one connection are given

) ] ) . ) in Theorem 2 and 3. Simulations will be used in multiple-
The following simulation scenarios are designed on the connection and different RTT cases.

basic simulation model. In each of the scenarios, if not

otherwise specified, all connections have an RTT of 59 The second metnidink efficiency is calculated f_rom the
ms, start at 0 second and stop at the 10th second. number of acknowledged packets and the possible number

of packets that can be transmitted during the simulation
time. There are two reasons that cause the link efficiency
to be lower than full utilization. The first reason is the
2. Two connections with the same RTT, starting and slow start process. In the slow start phase, the congestion
ending at the same time. window grows from one and remains smaller than the net-
_ . . work capacity until the last round. So the link is not fully
3. Two cor_mecnons with the same RTT, but the first used in slow start phase. The second reason is low thresh-
connection starts at 0 sec_ond and stops at fche Sth S€CH1d. If the congestion detection threshdlds too small,
ond, the second connection starts at the first SecondECN feedback can cause unnecessary window reductions.
and stops at the 10th second. Small congestion window leads to link under-utilization.
4. Two connections with RTT equal to 59 and 157 ms Our experiments are long enough so that the effect of the
respectively. slow start phase can be minimized.

6.2 Metrics

1. One single connection.

The third metricfairnessindex, is calculated according to
the method described in [17]. #h connections share the
bandwidth andz; is the throughput of connectian the

5. Two connections with same RTT, but the buffer size
at the congested router is limited to 25 packets.

6. Five connections with the same RTT. fairnessindex is calculated as:
7. Five connections with RRT of 59, 67, 137, 157 and _ (™ ;)
257 ms respectively. fairness = mS T a2 (11)
i=1 "3

8. Five connections with the same RTT, but the buffer
size at the congested router is limited to 25 packets. When all connections have the same throughput, the fair-
ness index is 1. The farther the throughput distribution is
Scenarios 1, 4, 6 and 7 are mainly designed for testing theaway from the equal distribution, the smaller the fairness
buffer size requirement. Scenarios 1, 3, 4, 6, 7, 8 are forvalue is. Since the fairness index in our results is often
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Figure 3: Buffer size requirement in various scenarios

close to 1, in our graphs, we draw the fairness index: faster. For the same value of threshold, faster feedback
] ) translates to more window reductions and longer link
unfairness = 1 — fairness, (12) idling.
to better contrast the difference. When the router buffer size is small, as in Figure 4(c) and

The operations of ECN depend on the threshold vélue Figure 4(f), mark-front has better Iir_1k efficiency. This is
In our results, all three metrics are drawn for different val- Pecause mark-front sends congestion feedback to source

ues of threshold. faster, so the source can reduce its window size sooner
to avoid packet losses. Without spending time on the re-
transmissions, mark-front strategy can improve the link
6.3 Results efficiency.

Figure 3 shows the buffer size requirement for mark-tail _. . .
and mark-front strategies. The measured maximum queu«JT:'gure 5 shows the unfaimess. Again, results for mark-
lengths are shown withC™” and “A”. The corresponding ront strategy are drawn with solid line, and results for

analytical estimates from Theorem 2 and 3 are shown with mark-tail strategy are dr_awn with dashed line. .In F'.g'
dashed and solid lines. Figure 3(a) shows the buffer sizelre 5(a), the two connections have the same configuration.
requirement for one single connection with an RTT of 59 Which connection receives more packets than the other is

ms. Figure 3(b) shows the requirement for two connec- not deterministic, so the unfairness index seems random.

tions with different RTTs. Figure 3(c) shows the require- However, in general, mark-front is fairer than mark-tail.

connections have different RTTs, the analytical estimate connection starts first, occupies the buffer room and locks
is calculated from the smallest RTT. out the second connection. Although they have the same
From these results, we find that for connections with equal time span, the second connection receives fewer pack-
RTTs, the analytical estimate of buffer size requirement is ets than the first. Mark-front avoids this lock-out phe-
accurate. When threshof is small, the buffer size re- nomenon and improves the fairness. In addition, as the
quirement is an upper bound, wh&h> rd, the upper  threshold increases, the unfairness index of mark-tail in-
bound is tight. For connections with different RTTs, the creases, but the mark-front remains roughly the same, re-
estimate given by the largest RTT is an upper bound, but isgardless of the threshold. Results for five same connec-
usually an overestimate. The estimate given by the small-tions are shown in Figure 5(d).

est RTT is a closer approximation. Figure 5(c) shows the difference on connections with dif-

ferent RTTs. With mark-tail strategy, the connections with
Figure 4 shows the link efficiency. Results for mark-front small RTTs grow faster and therefore locked out the con-
strategy are drawn with solid line, and results for mark- nections with large RTTs. Mark-front strategy avoids the
tail strategy are drawn with dashed line. In most cases,lock-out problem and alleviate the discrimination against
when the router buffer size is large enough, mark-front connections with large RTT. The difference of the two
and mark-tail have comparable link efficiency, but when strategies is obvious when the threshold is large. Results
the threshold is small, mark-front have slightly lower effi- for five connections with different RTTs are shown in Fig-
ciency because congestion feedback is sent to the sourcere 5(f).
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Figure 5(e) shows the unfairness when the router buffer [5] M. Mathis, J. Semke, J. Mahdavi, T. Ott, The macro-

size is limited.
marks the incoming packet when the queue length exceeds

In this scenario, the mark-tail strategy

the threshold, and drops the incoming packet when the
buffer is full. The mark-front strategy, on the other hand,

marks and drops the packets from the front of the queue [

when necessary. The results show mark-front strategy is
fairer than mark-tail.

v

Conclusion

In this paper we study the mark-front strategy used in
ECN. Instead of marking the packet from the tail of the
gueue, this strategy marks the packet in the front of the

gueue and thus delivers faster congestion feedback to the
source. Our study reveals mark-front’s three advantages

over mark-tail policy. First, it reduces the buffer size re-

quirement at the routers. Second, when the buffer size is [9]

limited, it reduces packet losses and improves the link effi-
ciency. Third, it improves the fairness among old and new
users, and helps to alleviate TCP’s discrimination against
connections with large round trip times.

With a simplified model, we analyze the buffer size re-
quirement for both mark-front and mark-tail strategies. [11] UCB/LBNL/VINT Network Simulator - ns (version
Link efficiency, fairness and more complicated scenar-
ios are tested with simulations. The results show that
mark-front strategy has better performance than the cur-[12] N. Yin and M. G. Hluchyj, Implication of dropping
rent mark-tail policy.

[13]
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